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ATTENTIONS 

Please read the manual first before operating this machine. 

Please pay attention to the items marked in “note”. 

Safety Attentions 

1)  Certain part of the game is with high voltage. Adjust the game by technician. 

Do not open the game door unless maintenance or parts replacement is 

required. 

2)  Please switch off the power before checking and maintenance. 

3)  Please switch off the power before opening the game door. 

4)  Fire extinguisher equiment must be nearby the game. 

5)  The game must be located properly to avoid damages. 

Improper Locations: 

Place direct ly 
exposed to sunshine 

Humid area  P lace w ith high 
temperature 

P lace w ith corross ive 
air and l iguid 

Rough area or place 
w ith s trong shake 

Place w ith mass ive 
dust 

Notes of Usage 

1)  The voltage range of the game should be 105V~115V or 215V~225V. The 

proper voltage should be 110V/220V. The specific voltage accords to the date 

plate on the back door of the game. 

2)  The plug must be plugged in tightly but keep the power cords not be too 

tight.
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3)  Please properly adjust the coin mech and the game settings when use at the 

first time. 

4)  Please regularly check all the functions of the game when operate. 

Notes of Maintenance 

1)  Be sure to check and maintance the game regularly. 

2)  Switch off the power before replacing the parts of the game. 

3)  The parts for replacement should be the same model as the old one. 

4)  Please check the connection and voltage output after replacing the power 

supply. 

5)  The voltage range of the PCB should be 5.1V5.4V. 

6)  Check whether the game has creepage and the voltage before repairing the 

PCB. 

Notes of Clean 

1)  Please use clean and soft colth to clean the game. 

2)  Prevent damaging the surface of the game, please do not use the following 

cleanser: 

l  Alterative Cleanser; 

l  Acidic Cleanser; 

l  Insecticide, sterilized water, alcohol or other chemical cleanser. 

Notes of Moving and Shipping 

1)  Properly disassemble the game for necessary moving and shipping. 

2)  Prevent the game from hitting or being attrite during movement. 

3)  Protecting the case when move the game.
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GAME INTRODUCTION 

KIDDY MOTOR  is our new kiddie  ride specially designed  for kids, with  its unique 

outlook and funny game. It will be one of the most popular games in your FEC! 

Features: 

Unique outlook. 

Controlled by integrated main board; Highspeed processing CPU; Stable and reliable 

performance. 

Highdefinition LCD monitor with highquality. 

Highquality coin mech fits for various coins. 

body 

wheel light 

seat 

coin mech 

handle 

LCD monitor
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PLAYING INSTRUCTIONS 

Sit  on  the motor  and  insert  coin,  then  the  game  starts. Twist  the  throttle  and move 

the handles to control the motor to go forward. Compete with the other motors in the 

race within the game time. 

handle 

LCD monitor 

throttle 

coin slot 

seat
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TECHNICAL PARAMETER 

Voltage: AC 220V/110V（50/60HZ） 

Max.  current:  1A/2A  (Note:  The  proper  voltage  and  current  used  accords  to  the 

nameplate at the back door of the game.) 

Max. power: 220W 

Coin size: φ21mm ~ φ30mm (diameter) 

1.2mm ~ 2.5mm (thickness) 

Capacity of coin box: about 750 pcs with coin size φ25mm*1.5mm 

Location required:  indoor use; temperature: 5~40°C ; no contact with any corrosive, 

greasiness and dirt. 

Dimensions: L1500mm*685mm*H1188mm 

Spare parts: 

NO.  DRAWING  NAME  SPEC./MODEL  QTY 

1  KEY  1285＃  2 

2  POWER CORD  1 

3  MANUAL  1 
OPERA

T ION 
MANUA

L
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INSTALLATION 

Choose a proper location and make sure there is enough space around the game, as the 

drawing shown below:

Note: This game must be put on the flat floor. 

Check the connection: 

1)  Check  if  the  inner structure of  the game  is  loose caused by transportation or the 

terminals drop. 

2)  Check if the game is grounded. 

3)  Check if the resistance of the GNDs is more than 100 megohm. 

4)  Adjust the coin mech and confirm it can work properly. 

5)  Connect the power cord. 

Attentions: 

a)  Please  make  sure  the  power  cord  is  not  pressed  by wheel,  foundation,  etc. 

Otherwise, the wire will be damaged to cause short circuit, even fire. Do not 

use strong power to extend and wring the wires. Do not make the wire be near 

to the high temperature object. Properly put the wire to avoid any kicking or 

treading. 

2.5m 

0
.
5
m
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b)  Hold the plug to pull it out from the socket and do not touch the plug with wet 

hands. 

c)  Make sure the voltage and fuse used are proper. 

Check before operation: 

1.  firm the power cord is properly plugged and without any damages. 

2.  Confirm the game is properly fixed. 

3.  Confirm the cabinet of game is without damages and burrs. 

4.  Confirm the surface of game is clean and with proper marks. 

Daily operation: 

1. Switch on the game. 

2. Check if the monitor can display properly. 

3. Check if the sound is proper. 

4. Check if the coin mech, throttle, handle can work properly. 

After operation, please collect coins from coin box and keep record of the meter. 

AAAA
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GAME SETTINGS 

keys decriptions: 

SW1: Reset the throttle. 

SELECT: Select the item of your choice. 

TEST: Enter into the setting menu or skip to the next item. 

ENTER: Change the setting. 

SERVE: Free play. 

setting board 

select 

change 

free play 

set 

ERASE 

ENTER 

SELECT 

SERVE 

TEST 

SW1 throttle reset
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Settings descriptions: 

Game settings menu: 

Descriptions: 

2 COIN［S］/1CREDIT［S］: This setting decide no. of coin for no. of game. 

GAME TIME: This setting decides how long one game lasts. 

VOLUME: This setting decides how high the output volume is. 

LANGUAGE  SELECT:  This  setting  decides  the  language  of  the  game:  English  or 

Chinese. 

SUOND SELECT: This setting decides if the sound of game is enable. 

GUN  VALUE  00000030:  This  value  is  for  detecting  the  running  status  of  throttle 

potentiometer.  When  move  the  throttle  handle,  this  value  should  change  within  a 

certain range. 

ORIENT ATION 00000086: This value is for detecting the running status of direction 

potentiometer. When turn the handle on left or right, this value should change within a 

certain range. 

Menu for display test: 

If  the  monitor  can  work  properly,  the  3  colors  R,  G,  B  should  be  displayed  as  the 

above drawing shown. 

PRESS MENU SW. TO NEXT 

GUN VALUE 00000030 
ORIENTATION 00000086 

SOUND SELECT ON 

MODULATE VOLUME 5 
LANGUAGE SELECT CHINESE 

GAME TIME 90 SECONDS 
2 COIN[S]/1 CREDIT[S] 

SETUP  1
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ADJUSTMENT 

Adjust the coin mech: 

Descriptions: 

A.  Remove the plastic coin from the coin sample chute and put a proper coin in it. 

B.  Set the pulse of COIN signal to “50MS”. 

C.  Power on the game and check if the coin can be inserted into coin mech smoothly. 

D.  If  the  coin  can  not  be  inserted  smoothly,  please  adjust  the  microadjusted 

resistance. Twist clockwisely  to  increase  the sensitivity,  that means  the tolerance 

of coin will be  larger so that some  improper coins can go through the coin mech 

easily.  Counterclockwisely  to  decrease  the  sensitivity  to  make  the  tolerance  of 

coin smaller so that the improper coins can not go through so easily. 

mircoadjusted resistance 

sample coin chute 

power/signal input port 

COIN signal wavelength 
adjusting SW 

Remove
 

Backea
rd 

To 

Replac
e 

Coin 

ELECTRONIC COIN SELECTOR 

Model:902AT 
Lines Guide of connector: 

White Line      Notmal Close (N.C.) 

Green Line      Normal Open (N.O.) 
Gray Line 
Yellow Line 

Red Line 
Black Line 

Counter 

DC+12V 

GND(Ground) 

+ 

- 
TIMER SWITCH 
Slow Madium Fast
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Adjust the main board: 

Descriptions: 

Reset button: press this button to clear the data of coin saved in main board and reset 

the game settings to default settings. 

Volume potentiometer:  twist  this potentiometer with  screw driver. Twist clockwisely 

to increase the volume, counterclockwisely to decrease the volume. 

Battery: this battery have memory function that will provide power to save the data of 

coin and game settings in main board when the power is cut off. If the data can not be 

save when the power is cut off, please replace the battery. 

Reset the throttle: 

Descriptions: 

Pull up the cover of seat. 

Enter  into  game  mode,  then  press  throttle  reset  button  on  setting  board  to  reset 

throttle. 

setting board 

reset button 

setting board
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CHECK AND MAINTENANCE 

Daily check 

ITEM  DESCRIPTIONS 

Coin mech  Check if the coin mech can work properly. 

Direction potentiometer 
Check if the direction potentiometer can properly control 

the directions of the motocycle displayed. 

Sound  Check if the volume is proper. 

Display  Check if the displayed colors are proper. 

Temperature, humidity  Check if the temperature and humidity is proper. 

Daily maintenance: 

ITEM  DESCRIPTIONS 

Cabinet  Clean the cabinet with water and cleaning paper. 

Monitor  Clean the glass of monitor with water and cleaning paper. 

PCB  Clean the PCB with small brush.
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TROUBLESHOOTING 

PARTS  PROBLEM  CAUSES  SOLUTIONS 

The coin mech needs to be adjusted.  Adjust the coin mech. 

Fake coin blocked in coin mech.  Remove the fake coin. 

The small gear for adjusting the direction 
is loose. 

Tighten the small gear. 

The connection of potentiometer is bad.  Properly reconnect the wires of potentiometer. 

A/D converting board is bad.  Replace the A/D converting board. 

The potentiometer is bad.  Replace the potentiometer 

The small gear for adjusting the throttle is 
loose.  Tighten the small gear. 

The connection of potentiometer is bad.  Properly reconnect the wires of potentiometer. 

Need to reset the potentiometer.  Press reset button to reset the potentiometer. 

D/A converting board is bad.  Replace D/A converting board. 

The potentiometer is bad.  Replace the potentiometer 

No 110V/220V voltage input in monitor.  Check the connection and 110V/220V input 
voltage. 

The LCD monitor is bad.  Replace the monitor. 

No image signal input in monitor.  Check the connection of image signal from main 
board to monitor. 

The speaker is bad.  Check and replace the speaker. 

The wire of sound signal is loose.  Check the connection of sound signal. 

The volume is too low. 
Adjust the resistor VR1102 on main board to 
increase the volume. 

The wire of chasing light is loose.  Check the connection of chasing light board. 

The chasing light board is bad.  Replace the chasing light board. 

No voltage input in chasing light.  Check the voltage. 

No AC110V/220V voltage input. 
Check the connection and 110V/220V input 
voltage. 

The fuse is burnt.  Replace the fuse. 

No output voltage of power supply.  Repair or replace the power supply. 

The output voltage of power supply is too 
low. 

Adjust the ouput voltage of power supply to 
5.2V. 

The main board is bad.  Replace the main board. 

No movement 
after powering 
on the game. 

POWER 

Have sound, but 
no display. 

MONITOR 

No sound. SPEAKER 

DIRECTION 
POTENTIOM 

ETER 

Can not contorl 
the direction. 

CHASING 
LIGHTS 

Can't insert 
coin. COIN MECH 

Lights do not 
light up. 

THROTTLE 
POTENTIOM 

ETER 

Can not adjust 
the throttle.
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PARTS DRAWING AND PARTS LIST 

Body assembly: 
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#  NAME  QTY  #  NAME  QTY 
1  Chasing light strap MP72J15  1  23  Coin slot TY5162  1 
2  Taillight lens 715  1  24  Seat assembly 724  1 
3  Light lens (middle) 713  1  25  Lock 1285  1 
4  Chasing light strap MP72J16  1  26  Meter  1 
5  Chasing light board MP140  1  27  Headlight lens 79  1 
6  Light lens (front) 711  1  28  Chasing light strap MP72J9  1 
7  Speaker 8Ω15W  1  29  Meter base 719  1 
8  Speaker mesh  1  30  Setting board MP88  1 
9  Coin tray 720  1  31  Meter base board 718  1 
10  Cover for coin tray 721  1  32  Chasing light strap MP72J16  1 
11  Fake coin slot TY5171  1  33  Speaker mesh  1 
12  Chasing light strap MP72J9  1  34  Light lens (middle) 713  1 
13  Headlight lens 79  1  35  Speaker 8Ω5W  1 
14  Front wheel base 72  1  36  Taillight lens 715  1 
15  Headlight 77  1  37  Chasing light strap MP72J15  1 
16  Chasing light straip MP72J12  1  38  Light lens (front) 711  1 
17  Decoration cover 75  1  39  Chasing light board MP140A1  1 
18  Headlight 78  1  40  Taillight lens 717  1 
19  Chasing light strap MP72J12  1  41  LED light TY333  1 
20  17” LCD monitor  1  42  Chasing light board MP143C  1 
21  Monitor cover 723  1  43  Body assembly 71  1 
22  Cover for feul tank 74  1  1
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Front wheel assembly: 

#  NAME  QTY  #  NAME  QTY 
1  Decoration for fron wheel 411  1  16  Front wheel 412  1 
2  Inside parts for front wheel 48  1  17  LED installation board B 410  1 
3  Chasing light strap MP72J6  1  18  Bearing TY548  1 
4  Chasing light strap MP72J  1  19  Motor installation base 42  1 
5  Chasing light board MP72J15  1  20  Drive pulley 47  1 
6  Drive pulley 47  1  21  Driven pulley 46  1 
7  Synchronous belt TY5141  1  22  Synchronous belt TY5141  1 
8  Bearing TY548  1  23  Stop collar 45  1 
9  Driven pulley 46  1  24  Chasing light board MP72J15  1 
10  LED installation board A 49  1  25  Chasing light strap MP72J6  1 
11  Stop collar 45  1  26  Chasing light strap MP72J  1 
12  Inside bracket 43  2  27  Inside parts for front wheel 48  1 
13  Middle bracket 41  1  28  Decoration for front wheel 411  1 
14  Step motor TY44223  1 
15  Screw 44  1 
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Rear wheel assembly: 

#  NAME  QTY  #  NAME  QTY 
1  Decoration for fron wheel 52  1  16  Rear wheel 53  1 
2  Inside parts for front wheel 51  1  17  LED installation board B 410  1 
3  Chasing light strap MP72J6  1  18  Chasing light board MP72J15  1 
4  Chasing light strap MP72J  1  19  Chasing light strap MP72J6  1 
5  Chasing light board MP72J15  1  20  Chasing light strap MP72J  1 
6  Synchronous belt TY5141  1  21  Stop collar 45  1 
7  Drive pulley 47  1  22  Bearing TY548  1 
8  Bearing TY548  1  23  Driven pulley 46  1 
9  Driven pulley 46  1  24  Motor installation base 42  1 
10  LED installation board A 49  1  25  Drive pulley 47  1 
11  Stop collar 45  1  26  Synchronous belt TY5141  1 
12  Inside bracket 43  2  27  Inside parts for front wheel 51  1 
13  Middle bracket 41  1  28  Decoration for front wheel 52  1 
14  Step motor TY44223  1 
15  Screw 44  1 
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PCB assembly: 

#  NAME  QTY  #  NAME  QTY 
1  PCB plastic pin  1  7  Power supply TY4912  1 
2  Main board LP445  1  8  Base board 116  1 
3  D/A converting board MP96C  1  9  I/O board MP62C  1 
4  Solid relay TY4241  1  10  6P connector TY4252  1 
5  D/A converting board MP96C  1 
6  Signal amplifier  MP135  1 

10 

09 

08 

07 

06 

05 04 

03 

02 

01



20 

Cabinet assembly: 
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#  NAME  QTY  #  NAME  QTY 
1  Handle 3lb  1  25  Gear assembly 26  1 
2  Left handle cover down 31e  1  26  Bearing TY5421  2 
3  Left handle cover up 31d  1  27  Coin tray 19  1 
4  Handle holder  1  28  Coin mech base 110  1 
5  Handle  1  29  Coin mech TY214  1 
6  Right handle cover up 31c  1  30  Coin tray 111  1 
7  Gear installation bracket 33  1  31  Coin box 113  1 
8  Driven gear 35  1  32  Base board for coin box 13  1 
9  Gear bracket 34  1  33  Installation bracket 12  1 
10  Handle 31b  1  34  Small gear TY5191  1 
11  Spring 37  1  35  Potentiometer base 18  1 
12  Small gear TY5191  1  36  Potentiometer TY4261  1 
13  POT installation base 36  1  37  Limited parts 14  1 
14  Potentiometer TY4261  1  38  Limited parts A 15  1 
15  Decoration cover 38  1  39  Rubber 17  4 
16  Handle assembly 24  1  40  Limited parts B 16  1 
17  Stop collar 23  1  41  Limited wheel 112  2 
18  Bearing TY543  2  42  Base 11  1 
19  Shaking box  1  43  Transformer TY4113  1 
20  Shaking box installation base 27  1  44  Fixing wheel TY118  2 
21  Direction bracket 22  1  45  Foundation TY136  2 
22  Limited parts 28  1  46  Pedal fiberglass A 115  1 
23  Tressel 21  1  47  Pedal fiberglass B 115  1 
24  Gear base 25  1  48  Wheel TY126  2
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SCHEMATIC DIAGRAM 
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